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STRIKING TOOLS - HAMMERS

Structron cross peen hammer
• Chamfered edges
• 16” double-injected fiberglass handle

 41576 - 2 lb. head HB-2FG 
 41577 - 3 lb. head HB-3FG
 41578 - 4 lb. head HB-4FG

Structron sledge hammer
• Chamfered edges
• 36” double-injected fiberglass handle

 41525 - 6 lb. head SH-6FG 
 41520 - 8 lb. head SH-8FG
 41518 - 10 lb. head SH-10FG
 41519 - 12 lb. head SH-12FG
 41523 - 16 lb. head SH-16FG
 41524 - 20 lb. head SH-20FG

Structron sledge hammer
• Chamfered edges
• 36” premium hickory handle with double-dip grip

 41537 - 6 lb. head 
 41538 - 8 lb. head
 41539 - 10 lb. head

Structron engineer hammer
• Chamfered edges
• 16” double-injected fiberglass handle

 41509 - 2 lb. head HE-2FG 
 41514 - 3 lb. head HE-3FG
 41515 - 4 lb. head HE-4FG
 41516 - 6 lb. head
 41517 - 8 lb. head
 41513 - 10 lb. head

Structron drilling hammer
• Chamfered edges
• 10.5” double-injected fiberglass handle

 41511 - 2 lb. head HD-3FG 
 41512 - 3 lb. head HD-4FG

Seymour drilling hammer
• Chamfered edges
• 10.5” hickory handle

 41550 - 2 lb. head HD-2 
 41551 - 3 lb. head HD-3
 41552 - 4 lb. head HD-4

Seymour cross peen hammer
• Chamfered edges
• 16” hickory handle

 41572 - 2 lb. head HB-2 
 41573 - 3 lb. head HB-3
 41574 - 4 lb. head HB-4

41536 Structron engineer hammer
• 4 lb. head with chamfered edges
• 16” premium hickory handle with double-dip grip

Seymour engineer hammer
• Chamfered edges
• 16” hickory handle

 41553 - 2 lb. head HE-2 
 41554 - 3 lb. head HE-3
 41555 - 4 lb. head HE-4
 41566 - 6 lb. head HE-6
 41567 - 8 lb. head HE-8

41500 Seymour 16 oz.  
rip hammer

• 13” hickory handle

41501 Seymour 16 oz. rubber mallet
• 10” hickory handle

41502 Seymour 24 oz.  
framing hammer

• Milled face
• 15” hickory handle

41503 Seymour 32 oz. dead blow hammer
• Molded polymer

Cross peen (or 
blacksmith) hammers 

are used to strike, 
shape, and bend 

unhardened metal.
Also used to shape 

block, brick, and stone.

Drilling hammers are 
used to strike cold 
chisels, punches,  

star drills, brick chisels, 
and hardened nails.
They are designed to 
deliver heavy blows 
with limited swing in 

tight spaces.

Engineers hammers 
(short handle sledges) 

are used to strike 
stone, concrete, metal, 

and wood. 
Often used to drive 
stakes and rods or 

move timbers.
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Seymour splitting maul, axe eye
• Axe eye head
• 36” hickory handle

 41581 - 6 lb. head SM-6A 
 41583 - 8 lb. head SM-8A

HAMMERS (CONT.) / MAULS / AXES - STRIKING TOOLS

Seymour sledge hammer
• Chamfered edges
• 36” hickory handle

 41556 - 6 lb. head SH-6 
 41560 - 8 lb. head SH-8
 41558 - 10 lb. head SH-10
 41559 - 12 lb. head SH-12
 41561 - 16 lb. head SH-16
 41562 - 20 lb. head SH-20W

Seymour wood-splitting wedge
• All-steel

 41594 - 4 lb. WW-4 
 41595 - 5 lb. WW-5
 41596 - 6 lb. WW-6

Structron splitting maul, sledge eye
• Sledge eye head
• 36” double-injected fiberglass handle

 41586 - 6 lb. head SM-6FG 
 41588 - 8 lb. head SM-8FG

Seymour splitting maul, sledge eye
• Sledge eye head
• 36” hickory handle

 41580 - 6 lb. head SM-6 
 41582 - 8 lb. head SM-8

41569 SmartBuy 8 lb. sledge hammer
• Promotional quality
• Chamfered edges
• 36” hickory handle SH-8P

41589 SmartBuy 6 lb. splitting mail, sledge eye
• Promotional quality, sledge eye head
• 36” hickory handle SM-6P

SPLITTING MAUL 
EYE DESIGNS

For splitting mauls, sledge 
eye design is the most widely 

used while axe eye design is 
preferred in some regions.

Structron® premium fiberglass 
handles feature a solid 

fiberglass core with a double-
injected molded polypropylene 

cover for the ultimate in 
durability for striking tools.

The grenade wedge makes 
splitting wood less of a chore 

than it is with a typical flat 
wedge. Unique four-sided 
diamond shape keeps the 

wedge from getting buried 
like standard wedges. 

Pointed end starts wedge 
easily, even by hand. Large 
head means fewer misses.

S

A

41521 Structron Michigan single bit axe AX-3FG
• Single bit 3.5 lb. head
• 36” double-injected fiberglass handle

Structron Michigan single bit axe
• Single bit 3.5 lb. head
• 36” premium hickory handle with double-dip grip

 41531 - 3.5 lb. head 
 41532 - 5 lb. head

Seymour Michigan single bit axe
• Single bit 3.5 lb. head
• 36” hickory handle

 41547 - 3.5 lb. head AX-3 
 41544 - 5 lb. head AX-5

41543 SmartBuy Michigan single bit axe
• Single bit 3.5 lb. head
• Promotional quality
• 36” hickory handle AX-3P

41599 Seymour grenade wedge
• 3.5 lb. splitting wedge
• 7” long
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STRIKING TOOLS - AXES (CONT.) / PICKS / MATTOCKS

85535 Structron garden pick mattock GP-2FG
• 2.5 lb. head
• 36” double-injected fiberglass handle

85532 Structron garden pick mattock
• 2.5 lb. head
• 36” premium hickory handle with double-dip grip

85534 Seymour garden pick mattock
• 2.5 lb. head
• 36” hickory handle GP-2

Structron railroad pick
• #6 eye
• 36” double-injected fiberglass handle

 85545 - 5 lb. head RP-5FG 
 85547 - 6 lb. head RP-6FG
 85525 - 5 lb. head only RP-5H 
 85526 - 6 lb. head only RP-6H

41510 Structron Pulaski axe
• Single bit 3.5 lb. head
• 36” double-injected fiberglass handle

41549 Seymour Pulaski axe
• Single bit 3.5 lb. head
• 36” hickory handle AX-P3

41522 Structron Michigan double bit axe AX-DB3FG
• Double bit 3.5 lb. head
• 36” double-injected fiberglass handle

41533 Structron Michigan double bit axe
• Double bit 3.5 lb. head
• 36” premium hickory handle with double-dip grip

41548 Seymour Michigan double bit axe
• Double bit 3.5 lb. head
• 36” hickory handle AX-DB3

41546 Seymour boys single bit camp axe
• Single bit 1.25 lb. head
• 14” hickory handle AX-B1

41530 Structron boys single bit camp axe
• Single bit 1.25 lb. head
• 14” premium hickory handle with double-dip grip

63007 Structron fiberglass pick/mattock handle
• Nylon head (handle only)
• 36” poly coated handle

41545 Seymour boys single bit axe
• Single bit 2.25 lb. head
• 28” hickory handle AX-B2

Boys (house) single bit axes are lighter 
duty axes used to cut saplings, split 

kindling, trim branches, and prune trees.

41542 Seymour miners axe
• Single bit 3.5 lb. head
• 27” hickory handle AX-3M

The miners axes features a 3.5 lb. head 
on a shorter 27” straight handle for use in 
tight places. Also makes a great camp axe 

for packing and splitting wood.

41534 Structron Pulaski axe
• Single bit 3.5 lb. head
• 36” premium hickory handle with double-dip grip

Pulaski axes combine a single bit axe blade 
with a mattock blade. This blade combination 
makes it ideal for firefighting and for a variety 

of landscaping applications.
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MATTOCKS (CONT.) / PRY BARS - STRIKING TOOLS

85543 Structron cutter mattock MC-5FG
• 5 lb. #6 eye
• 36” double-injected fiberglass handle

85537 Structron garden cutter mattock MG-2FG
• 2.5 lb.
• 36” double-injected fiberglass handle

85541 Structron pick mattock 
 MP-5FG

• 5 lb. #6 eye
• 36” double-injected fiberglass handle

85560 Structron pick mattock
• 5 lb. #6 eye
• 36” premium hickory handle with double-dip grip

85550 Seymour pick mattock
• 5 lb. #6 eye
• 36” hickory handle MP-5
• Replaceable head (85520 PM-5H)

85549 SmartBuy pick mattock
• 5 lb. #6 eye
• Promotional quality
• 36” hickory handle MP-5P

85529 ProValue garden hoe mattock
• 2 lb.
• 51” handle HM-949

Seymour wrecking bar
• Hex shank

 85300 - 12” x 1/2” WR-12 85301 - 18” x 5/8” WR-18
 85302 - 24” x 3/4” WR-24 85305 - 30” x 3/4” WR-30
 85303 - 36” x 3/4” WR-36 85304 - 48” x 1”

85364 Seymour San Angelo bar
• 60” x 1” hex shank, 14 lb.
• Chisel head & diamond point

85332 Seymour landscape bar
• 69” x 1.25” round shank, 29 lb.

85367 Seymour San Angelo bar
• 72” x 1” hex shank, 17 lb.
• Chisel head & diamond point DG-23

85366 Seymour posthole digging bar
• 72” x 1” shank, 17 lb.
• Chisel head & tamper head DG-19

85365 Seymour wedge point bar
• 60” x 1.25” shank, 18 lb. DG-WP60

85368 Seymour pinch point bar
• 60” x 1.25” shank, 18 lb. DG-PP60

Seymour slate bar
• 1” shank
• Bent chisel head & diamond point

 85360 - 48” 11 lb. SB-48 
 85361 - 60” 14 lb. SB-60

85552 Seymour cutter mattock
• 5 lb. #6 eye
• 36” hickory handle MC-5
• Replaceable head (85522 / MC-5H)

85536  Seymour garden cutter mattock
• 2.5 lb.
• 36” hickory handle MG-2


