
PVSeriesSuperVent®AirEliminator

TheuniquedesignoftheHoneywellPVSeriesSuperVent®breaks

apartairbubbles,absorbsstagnantairpocketsandeliminates

troublesomeairfromhydronicheatingsystems. This results in the 

elimination of annoying gurgling and sometimes-costly maintenance. 

Its rugged design stands up to tough conditions and continuous service, 

providing you with leak-proof operation, reduced service intervals and 

the elimination of callbacks.
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EFFECTIVELY ELIMINATES AIR AND NOISE FROM HYDRONIC HEATING SYSTEMS

MODEL# SIZE CV CONNECTIONTYPE

PV075 3/4" 13 Cv  NPT
PV075S 3/4" 13 Cv  Sweat
PV100 1" 22 Cv  NPT
PV100S 1" 22 Cv  Sweat
PV125 1-1/4" 38 Cv  NPT
PV125S 1-1/4" 38 Cv  Sweat
PV150 1-1/2" 53 Cv  NPT
PV200 2" 95 Cv  NPT
PVU  Universal models available for vertical risers.

HighTemperature
Thermoplastic
Floatcontrols  
venting rate under
continuous operation

Encapsulated
O-Ringfor leak-
proof cap seal

AdjustableVent
TopCollarRing
allows easier 
installation and 
application flexibility

No-ClogVent  
for peace of  
mind, no leaking 
or callbacks

DebrisBaffle to 
control dirt fouling 
and prevent failure

BronzeBody durable 
construction with no 
ferrous materials

BrassBottomPlug 
for expansion tank 
mounting, ease 
of installation and 
maintenance

NPTandSweat
Connections3/4", 1", 
1-1/4", 1-1/2", 2" for 
application flexibility

StainlessSteel
Concentrator —
a patented and
more efficient way
to eliminate air.
(US Patent No. 
5,490,874)


