
P.R. 80 PSI - SIDR 11.5 - Goldenrod Tag Color
Nominal Approximate Average Minimum Approximate

Pipe Size Outside Diameter Inside Diameter Wall Thickness Weight
(inches) (inches) (inches) (inches) (lbs/100’)

¾ 0.98 0.824 0.072 9
1 1.24 1.049 0.091 14
1¼ 1.64 1.380 0.120 25

P.R. 100 PSI - SIDR 9 - Blue Tag Color
Nominal Approximate Average Minimum Approximate

Pipe Size Outside Diameter Inside Diameter Wall Thickness Weight
(inches) (inches) (inches) (inches) (lbs/100’)

½ 0.77 0.622 0.069 7
¾ 1.02 0.824 0.092 12
1 1.30 1.049 0.117 19
1¼ 1.71 1.380 0.153 32
1½ 1.99 1.610 0.179 44
2 2.56 2.067 0.230 73

P.R. 125/160 PSI - SIDR 7 - Green Tag Color
Nominal Approximate Average Minimum Approximate

Pipe Size Outside Diameter Inside Diameter Wall Thickness Weight
(inches) (inches) (inches) (inches) (lbs/100’)

½ 0.81 0.622 0.089 9
¾ 1.08 0.824 0.118 15
1 1.37 1.049 0.150 25
1¼ 1.80 1.380 0.197 43
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General Notes:

1. Pipe meets the requirements of ASTM D 2239.

2. Material is medium-density PE 2406 meeting cell class 224343.

3. Products meet the requirements of ANSI/NSF 61 for potability and are listed to ANSI/NSF 14.

4. Color-coded tags denote product and pressure rating for improved warehouse control.

5. Outside diameters may vary due to allowable manufacturing tolerances.

6. Approximate weights are for estimating purposes only.

7. All orders are subject to final acceptance by PWPipe sales management.
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